PRSRT STD 
U.S. POSTAGE 


PAID 


Permit No 100 
Sidney, OH 


ADDRESS SERVICE REQUESTED 


\ - \ baie, , K . s 
ss WEB: www.fairradio.com 
EMAIL: fairadio@wcoil.com 


_ PHONES: 419-227-6573 OR 223-2196 
: 24 HR FAX: 419-227-1313 


STORE HOURS: M-F 9-5:30 SAT. 9-1 | | 
ALLOW FOR SHIPPING CHARGES! 


-|NCLUDE PAYMENT IN FULL ver ee are: 


VISA, MASTERCARD, DISCOVER * 
MONEY ORDER, OR PERSONAL CHECK 


Hard to find aluminum replacement top and bottom 
covers 30-88MHz FM. This covers for R-390A series. Very close to original. 
Newly manufactured, #390-TB, $49.50 


synthesized unit has 2320 RF Cover, Newly manufactured, #390-RF, $12.00 


The PRC-126 Handheld Radio 


Lead Acid Battery 
Pack with Charger, 
consists of two 
BB-490 military 
batteries each 

| rated 24VDC (2x12 VDC) 1.8 Amp-Hrs @ 0.35 amps; 
AM5-H6 charger fits on top of BB-490 or similar W Transmit output is 1 watt and 
| batteries and shows "charging" and "ready" on receiver sensitivity is 0.5uv. 
LED indicators. MPS-CH2 charger power supply Replaced the PRC-68. With 4 
output 16VDC 1.5 A from 115V 60 Hz ee BB-490 battery box, canvas bag (fair condition), and 33” e 
used in PRC-104-117, etc. radios; ribbon antenna. 9.9x3.8x1.5, 4 Ibs sh. 
ae 3x 5 x 2.5. Kit 9 Ibs sh. New, $19. 95 used, $775.00 


microprocessor controlled, 


channels, 10 of which are pre- 
set. 25 KHz channel spacing. 
_ Has LCD frequency display. 


Set: top, bottom, & RF; newly mfg, #390-S, $59.50 


We ESI 250DE RLC Bridge - 
~.. This battery operated, 
portable unit measures R 
from 0-12 M ohms in eight 
ranges (0.1%), L from 0- 
1200 henry in 7 ranges 
(0.2%), C from 0-1200 uf in 


PRC-128 Radio similar to above except 4640 chan- 
nels w/ 12.5 KHz spacing. With canvas bag (nice seven ranges (0.3%), Q and 
condition), 33” ribbon antenna, and used nicad D. Requires four D call bat- 


battery (which clips on radio), used, $825.00 (eres: 7.2x10.7x9.3, 14 Ibs sh., used checked, $225 


PRC-128 Radio same as above except 130-174 
MHz, used, $875.00 


7 inch “Rubber Ducky” Antenna, $19.95 JENNINGS CVDG-1000-15 VAC- 
H-250 Handset $18.00 UUM CAPACITOR ASSEMBLY 

: g i with 24 VDC motor drive tuning 
10-1000 pf capacitance, 15 KV 
peak. Drive has 5/16” dia e . 
splined shaft for gear meshing. 5”x5” mount flange, 
o/a 9”L; 12 Ibs sh. USED-tested, $235.00 


eis Radiosonde ae ‘by viz, 
transmits on 1680 MHz RDF modulated 
signal; includes battery and seperate 
antenna assy, transducer polishing 
| cloth, baroswitch pres- 
_ | sure calibration chart, 
| and instructions. 
4.8 x 3.8 x 12.3, 4 Ibs sh. 
Unused, $12.95 


Rachafgeable Nickel Cadium 
Battery for PRC-68/68B/126/128 
radios. 15 Volts 0.80 AH at 


Simpson 260 Series 6XLP, 0.16 A. Date Code: 11/89. 
includes panel meter and front 1.5 x 4.3 x 4, 3 Ibs sh. 
cover ONLY. Front cover is eee 1 ridley ba 50 This tape came from a classical 


missing the plate which has 
the lettering. Requires 2 “D” 
cells, not included. 2.3 x 5.4 x 
7.1, 3 Ibs sh., Unused, $19.95 


radio station after they changed 
_ over to DAT for their program- 
_ ming. Used nice condition. 


} Ampex 406, 1.5 mil polyester 
hand-ringing magneto tape on 10.5 inch metal reel 
type. Two or more can be with NAB hub, $7.00 each 


used in two-wlre system Ampex 407, same as above except 1.0 mil poly- 
» up to 17 miles in length. ester tape, $7. 50 each 
GN-38 handcrank genera- 


tor signals transmission 
and MC-131 bell alerts of ‘ 3 
call. TS-9 handset. Uses 18” long x 1/2” ht emipe of PaaS stock. Each indi- 
WD-1 wire (see catalog vidual finger has a width of 1/1 eh anda Wu of 5/16”. 
WS-99). With canvas carrying case and strap.8x 10 #FS-18 Unused, : 
x 3.5, 19 Ibs sh. used checked, $59.50 ea; 2/ $99.50 $6.95 ea; 4/ $20.00 


EE-8 field shee! Sopabie 


BP ty. input 100-130 VAC 3 
3 amp. Terminal strip for input 
_jand output. ue by Applied 


Radio Set AN/URC-4 
is a portable, hand- 
operated unit 
designed to furnish 
two-way voice and 
keyed tone communi- 
cation between dis- 
tressed personnel 
and searching air- 
craft. The transmitter 
5 is crystal controlled, 
and Naperaltg upon the crystal in use, will transmit 
on any preset frequency within the VHF band of 120 
to 130 me, or in the UHF band of 240 to 260 mc. 
The receiver is the super-regenerative type and can 
be tuned independently of the transmitter to any 
desired frequency within the frequencies listed 
above. Normally, receivers are preset for operation 
on the same frequencies as the transmitter. 
Crystals and Battery BA-1264 is N/A. Requires 125 
VDC and 1.25 VDC. Colors: Primarily yellow w/ red. 
2.2 x 3.7x 6.9 &5 Ibs sh. used not tested, $39.95 
CX-1093 Battery Cable, $6.00 


All variable ranstoriers listed below are used very 
good condition. 


Staco #033-7015, 10 Amps 0- 
240V, input 240V, motorized, 
perforated sides. 8.9 x 9.5 x 
10.3, 30 Ibs sh, $99.50 


| 

fa 5 — 
Staco #033-6565, 20 Amps 0- 
180V, input 120V, motorized. 


8.8x8x10.5, 36 Ibs, $120 & 


GE #9T92430G51, 8.5 Amps 0-240/280V, 
input 120/240V, motorized. 7.6x6.9x10.2, 
23 Ibs sh., $89.50 


GE #9T92A30, 8.5 Amps 
0-240/280V, input 120/240V. 
7.1x6.2x6.3, 17 Ibs sh., $92.00 
Pointer knob, $1.00 

Dial Plate, $1.50 


Ohmite #VT10, 10 Amps 0-120V, Input 
120V. 5.8x4.8x6.1, 13 Ibs sh., $65.00 
Pointer knob, $1.00 

Dial Plate, $1.50 


Powerstat #2388-10698, 9 Amps 
0-240V, Input 240V, motorized, 
perforated sides. 9.1x9.5x10, 

30 Ibs sh., $89.50 


RG-11 MIL-SPEC 75 ohm coaxial 
cable various manufactures 375 feet 
with type N connectors. 37 Ibs sh. 
#RG-11-375 BUNUSED: $49.95 


> 4890. 0-890MHz with two F con- 
nectors and adjustment for attenu- 
ation. used, $8.00 


UHF bandpass filter by Blonder 
Tongue Labs stock # 4805. 
Available in channels 14, 20, 
69, 83. Please specify. 

used, $15.00 


#P300, AEC 


—_.. ME-297/USM-223 FET MULTI- 
‘| METER measures AC-DC 
,| volts to 5000 V in sequential 
ranges 2.5-10-50 to 5 KV, AC- 
DC 1000 ohm/V or DC 20K 
ohm/V. Also DC current to 10 
amps in full scale ranges 
0.25-2.5-10-50-100-500 MA DC 
and 2.5-10 amps. Resistance 
scales X1K-10K-100K-1M-10M 
ohms. Includes rugged plastic 
case, 4.5" dia FS=50 ua meter, red-black test leads 
and front cover. Requires 6-PXB1 1.3 V & 1-"C" bat- 
teries (not supplied). 6x7.4x8.8, 7 Ib sh. 
Used-Reparable, $34.95 
CHECKED, $54.95 
Units converted so they require two double A and 
one C battery, CHECKED, $89.50 
MANUAL partial repro, $8.50 
ra 


ME- 77/URM- 105C VOLT- 

OHMMETER, handy 

meter in ruggedized 

plastic case has DC & : 

AC ranges 0-10-100-1000 ~ 

V; resistance 0-2K-20K- 

200K-2M-20M ohms. 

Response 30 Hz-10KHz; 

has 3.5: dia FS=50 ua- 

meter. Requires two AA 

batteries for X1-X10-X100 ohms; 22.5 VDC battery 
(not available) for X1K-X10K ohm scales. With test 
leads & red alligator clip; 6.6x4x3.3, 3 Ibs sh. 


ee $24.95 


HEWLETT-PACKARD 
8405A VECTOR 
VOLTMETER, mea- 
sures both magni- 
tude and phase over 
1 to 1000 MHz in 21 
© overlapping bands. 
= Also capable of 
determining inser- 
tion loss, group delay of bandpass filters, complex 
impedance of mixers and antennas, RF distortion 
and in-circuit probing. Ranges: 100 uv to 1 V-rms 
full scale in 10 db steps. Phase: 360 degrees on 0- 
center meter with end scale ranges +/- 180, 60, 18 
and 6 deg. Band-width: 1 KHz. Requires 115/230 
VAC50-400 Hz; Includes manual, power cord, and 
accessory kit: 10:1 Divider Tips (2), Isolator Tips (2), 
BNC/Probe Adapters (2), Probe Tips (6), Probe Tip 
Wrench, Probe Holder Clips (2), Ground Clips (6). 
7x16.8x18.4, 36 Ibs, Unused, sites 00 


Panavise #337 fixturing head 

for production line assembly 

or reptitive repair. Work can 

be bolted to this head easily 

because of its six slots and 

bolt holes. The Panavise #305 

base has tilt, turn and rotate 

features. Designed for work- ’ 

ing close to the bench surface. Has three 1/4" 
mounting holes. Accepts all 5/8" stems. Overall 
dimensions: 5 3/8” dia.x3.5” Ht, 4 Ibs sh., 
$14.95 


TEK M Plug-in for TEK 535/545. 
Response DC-20 MHz. Deflection 
20mV to 10V. Four trace unit. 
10.7 x 5.8 x 6.9, 8 Ibs, 

used reparable, $39.50 
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The Biddle #235000 Tool 
and Appliance Tester pro- 
vides reliable testing of 
electrically operated tools 
and appliances for possible 
shock hazard. Testing is 
done to assure safe opera- 


B tion of tools. This portable, | 


compact unit will perform 

: the necessary safety tests 
on equipment that operates from 120 volts, 60 Hz 
and drawing up to 15 amps. The test set will also 
operate on grounded power systems. The unit 
tests in three different ways: Ground Check, 
Leakage, Insulation Breakdown. 9.7 x 13 x 10.3, 
en Ihe sh. Used aaa Sete acick an w/ info 


Motorola #1339A RF 


Millivoltmeter, Covers 100uv to f= 

3 v full scale range. dBm range | | 

covers -60 to +23 dBm. 

Frequency range is 10 kHz to 

1.2 GHz. Basic accuracy is 1% 

of reading + 1% full scale. 

Provides true RMS for input levels up to 30 mV, 
approaching peak-to-peak above this level. 
Remote programmability. Less probe. 12x8.1x5.8, | 
10 Ibs sh. Used reparable, $69 


Boonton #92C, basically same as above except 
300uV to 3V , $79.00 


Boonton #92BD, similar to above except 1mv to 3V, 
and digital display, $199.00 


Motorola #S1339A, similar to Motorola 1339A 
except push buttons for full scale run horizontally 
along bottom of face instead of vertical along the 
side, $69.00 


Probe for above WITH SET PURCHASE ONLY, $99 


singe Model CSM-1 
= Communications 
_ Service Monitor, 
serves as three 
instruments in one 
7 unit: Signal 
_ Generator, 


2 Frequency Meter, 
and an Amplitude Modulation meter. As a signal 
generator it covers 50 KHz - 512 MHz with 1 ppm 
direct synthesized frequency accuracy and stability 


and has calibrated output levels in 1 db steps from - | 


110 dbm to 0 dbm (0.7 uv - 224 mV rms). As.a fre- 
quency meter it measures the frequency of a 
received signal at a level as low as 2 uv, either via 
antenna or direct connection, at an accuracy of +/- 1 
ppm. As an amplitude modulation meter it mea- 
sures the percentage of amplitude modulation of 


received signals in two ranges 0-30% & 0-100%, to | 


within an accuracy of +/- 8% of full scale deflection. 
17.1x16.2x9.2, 50 Ibs sh., 
used reparable with op’s 


anual, $250.00 


AB-1244/GRC 

MAST KIT twelve 

aluminum alloy 

on steel sec- 

tions form stur- 

dy, yet light- 

weight 30 foot 

1.7" dia mast. 

Kit includes five each lower and upper sections, 
one ea lower and upper adapter sections, gin pole 
swivel base, four ea 36 and 42 ft guy ropes, four 
guy stakes, two guy rings plus a 2.5 pound 


sledge hammer. Part of OE-254/GRC antenna set; | ; 
30 Ibs sh. NEW, $139.50 Wak 


The TA-125 Terminal Box isa 2 small, 
light weight, weatherproof unit which 
contains 4 rows of 12 binding posts 
and 2 rows of 24 pin type jacks. The 
cover is hinged at one end of the box 
and secured in the closed position by 
a spring-loaded latch at the other 
end. The terminal box provides a 
quick and easy method of monitoring, 
testing, and patching telephone, tele- 
typewriter, and other circuits in for- 
ward field areas. Also, serves as a 
small main frame for Switchboards 
SB-22/PT and SB-86/P. 
13.8x5.5x2.4, 8 Ibs sh. used, 


The MN-26C Radio 
. Compass is a aircraft nav- 
gational unit comprising 

| of a compass circuit and 

| a receiver circuit which 
ndicates the direction of 
ny desired transmitting 
station and also functions 
as a genera radio receiver. The frequency range 
150-1500 kes is covered in three bands (150-325, 325- 
695, and 695-1500 Kcs ). The receiver may be operat- 
ed with a loop antenna or nondirectional antenna as 
desired. The MN-26 is remotely controlled by the 
MN-28. Tubes: 5/6K7, 2/6N7, 2/6J5, 6L7, 6B8, 6F6. 
with mounting base. Voltage requirement: 28V 3 
Amps. 16 x 12 x7.8, 40 Ibs sh. used, $149.50. 


MN-26Y similar to above except covers 150 kcs to 7 
mes. $145.00 


MN-28Y Remote Control for above, $12.00 
MN-28LB Remote Control, covers 200 KHz-6MHz $10 
~X-10° 
|The Leviton #6242 Manual 
Controller. The unit is designed 
for system testing and trou- 
bleshooting. Can control 256 
“X10” device codes. Unit has 
16 Unit Code Buttons. Also, 
has 6 Command Keys: On, Off, 
Bright, Dim, Ail Lights On, and 
All Off. The controller is 
equipped with a key-operated 
lock-out switch that can be set in the “ON” or 
“OFF” position. The controller will transmit com- 
mand signals to modules in your control system 
only if this switch is keyed to the “ON” position. 
Key pad mounted in sturdy steel case. Requires 
-|120VAC 60Hz. 8.3x6.7x4.5, 7 Ibs sh. 
Unused, $9.95 ea, 2/ $20.00, 4/ $32.00 


$19.95 


This huge blower is 180/230 
VAC 50/60 Hz 3 phase 4/3.6 
amps 1425/1725 RPM at 1 HP. 
The inlet is 8 5/8” dia with the 
outlet 4 1/8” dia. Comes with 
the mating connector. 

Removed from a Harris trans- 
mitter. Mfg by Baldor Motor and 
Cincinnati Fan. O/A 14.5 dia x 
15.5 ht, 48 Ibs sh. #34F16W321 
used excellent condition, $120.00 


2. as a 


Small ceramic coil form. 13 turns 
per inch. 15/16” dia x 3 1/4” tall. 
© 1\bs sh., #CF-13 unused, 3 FOR $7 


350-400 Hz Analog Frequency 
Meter Hickok Model 59, for 90 to 
140 volts. 3.5” dia, $22.95 


No 2 MK Ill CANADIAN CW 

? TELEGRAPH KEY, which was 

> first used with WW-2 #19 Mk Ill 
radio set, has unusual phenolic 
rocker arm and brass hardware. 1" dia pounder 
button is knob-like for grasping or tapping; three 
brass terminal screws on base. O/a 4.6x2x1.6, 1 Ib 
sh. #ZA16929, used-clean, $22.00 

_ wnsete Ta 


0- 360 antes Caen naiearct by 
Executive Instruments, 2 degree 
increments, Markings for N, S, E, W. 
3 1/2” dia, #200101, vie 95 


RC-432/G Reel Only from 

_ |long wire antenna set. 
Terminations on each 
end to allow other RC- 
432’s to connect together. 4.3x2.7x12.5, 2 lbs sh. 
#RC432- RO, Unused, $8. 95 


Andrew Type #45AW-3 Hardline 
Connector for use with FHJ5-50A 
jacketed 7/8” foam dielectric Heliax 
50 ohm coaxial cable and RX5 
Radiax slotted coaxial cable. o/a 1 
3/8” dia x 1 15/16” ht, 1 Ibs sh. 
Unused, se 95 ea; 2 / $39.50 


RS- 83 Mask ine Alccratt 
Microphone by Telephonics. 
Mic is Hi-Z (100K ohm) and 
jhas a 16.5” cord with a 33” 
extension cable that has a 


Mountz (M) and Topcueiiasiar (T) rau arlvals: 
These are unused / slightly used. Most have had ID 
numbers engraved on the handle. 


(M) - TLS0135 red 3-190 ozf in 2-135 cN.m 1/4 inch 
hex female drive, Unused, $49.50 


(T) - Standard FH blue 8 oz f in -36 Ib f in / 600 gm f 
cm - 40 kg f cm/ 6-406 cN-m 1/4 hex female drive, 


$50.00 


|5 VDC 3 Amps regulated open frame power supply 

with over voltage protection from 115/230 VAC prima- 
ry. Mfg by International Power : : 
#IHB5-30VP-506. 4.9 x 4 x 1.9, 
4 Ibs sh. Unused, $15.95 


Unused, 


(T) - Standard green, as above, 
” 1/4 sq drive, Unused, $52.00 


(1)- Minor red 3 oz f in - 12 lb f in/200 gm f cm-14kg 
$25.00 


f cm / 2-135 cNm 1/4 hex femal drive, used, 


CRIMPER - Thomas 
Betts TBM6 with 

size D red 11821 and 
11823 F yellow copper crimping dies, also 13471 blue 
die. With metal carrying case, used excellent, $225 


Same as above except 8 VDC 1.5 
|Amp, #IHB5-30VP-508, $14.95 


Same as above except 15 VDC 
1.5 Amp, #1HB15-1.5, $16.95 
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HEB Lamba #LUS-13A-28-0V, $19.95 


$G1174/U (AUL 6201 B) 
Signal Generator 3.8 - 
7.6 GHz. Internal mod- 
ulation of CW, pulse, 
square wave, FM or 
accepts external modu- 
lation. Control comple- 
ment includes vernier 
tuning, attenuator, sync 


multiplier, pulse rate (40-400pps), pulse width (.5- 
10us), sync delay (3-300us), amd FM modulation 
level. Solid-state design except for 5037 klystron. 
50 ohm output, plus sync and sync delay outs; 
external modulation inputs. 5.7x19x13.7, 54 Ibs sh, 
Ne manual available. used reparable, $225.00 


; nt 
All test equipment listed below is used reparable. 


ES! 250DA, RLC Impedance Bridge, $129.00 

Fluke 1953A Portable Counter, $99.00 

Fluke 8000 Series Digital Multimeter, Portable, $39.00 
HP-200CDR Wide Range Oscillator Rack Mt, $69.00 
HP-201CDR Audio Oscillator Rack Mt, $59.00 
HP-211B Sq. Wave Gen., 1-10 MHz, 600 ohm, $59.00 
HP-400 RMS Vacuum Tube Voltmeter Meter, $59.00 
HP-651B Oscillator 10 Hz-10 MHz w/ meter, $99.00 
HP-738BR DC Voltmeter Calibrator Rack Mt, $99.00 
HP-3300A Function Generator, $99.00 

HP Sweep or Phase Lock Modules for HP-3300A, $39 
HP-4437A Attenuator 0-119.9 DB, 600 ohm, $99.00 


Phillips PM 3212, 5” rect, Portable, Dual, TV, 25MHz, $129 
Phillips PM3217, 5” rect, Portable, Dual, TV, 50 MHz, $199 
Phillips PM3233, 5” rect, Dual, TV Trig., 10 MHz, $99 
Polarad 1108A 6.9 - 11.5 GHz Signal Gen., $199.00 
Systron-Donner 6152A Counter, $79.50 

TEK RM 647 Scope Dual Trace Rack Mt, $129.00 
TEK 922, a rect, Portable, Dual Tr., TV, 15 MHz, $199 


A-251-A Bandpass Filter 
2.0 - 3.15 MHz. 3"X3/4", 
Unused, $5.00 


120 VAC 60 Hz 3.5 watts 25ma 4.8 
}. RPM Motor. Ideal for animation dis- 
plays or animation projects. 5/16” 
Sipe x 1/4” dia. shaft. 1.2 x 2.5 x 2.4, 
| Mba sh., ot S0 1 New 


Swivel casters with 2 3/4" diameter 
wheels and a 4.1" x 3.1" mount base 
with 4 mounting holes. Industrial 
pact pnpe: used, ail 22 


25 Volt Genter Tap & 8 as Sisk 
Transformer mfg by Abbott. 
Pimary of 120VAC 60 Hz. 4 x 3.6 
x 5.3, 13 Ibs sh. #200P25GT, 
Unused, $14.95 


is adjustable + or - 5%. Input required 
105-132VAC 47-440Hz or 130-160VDC 95 
watts. 7.8 x 1.7 x 4.5, 4 lbs sh. Unused, 


Lamba #LJS-13A-5-0V, similar to above 
except 5 VDC 10 Amp (at 50 degree C) $18 


WWII VEHIC- 
7 ULAR RADIO 
» BC-620 
) TRANSCEIV- 
ER, late WW- 
2 vehicular 
q radio; trans- 
© mits and 
y receives on 
w two preset 
channels over 20.0 to 27.9 MHz FM. Has tubes - 
2/3B7, 4/3D6, 4/1LN5, 1LH4, 1R4, 1LC6. Uses FT- 
241 crystal-type (not included) and requires 
1.5VDC 700ma, 90VDC 25ma, 1.5VDC 700ma, 
90VDC 45ma, 7.5VDC 3 A, 150 VDC 45ma 
12 x 16.5 x 21.5, 40 Ibs, used, $129.95 
Manual repro for BC-620, bk 00 


SER The 1973 edition of G. E.'s tube data ¢ 


® book, giving all the characteristics 
starting with 00A and 01A. 
ncludes foreign to American tube 
nterchangeability chart, industri- 
al/military cross reference, picture 
jtube data and basing diagrams. 

: | Also entertainment semiconduc- 

: tors. 473 pages, 3 Ibs sh. $14.95 


A high quality reprint of the 
1959 RCA Receiving Tube 
Manual (Technical Series RC- 
19). Includes receiving and 
picture tube characteristics, 
basing diagrams, and outline 
drawings. 380 pages, 


bos ROA 

| RECEIVING 

TUBE 
MANUAL 


A high quality reprint of the 
RCA Transmitting Tube Manual 
TT-5, it includes tubes up to 
4kw plate input. Includes tech- 
nical data, outlines and typical 
circuits. 316 pages, 

3 Ibs sh. $14.95 


6550WE, $19.9 95 ea, 
10-24 $18.95ea, 25 and up $17.95ea 


EL84 (6BQ5), $4.95 ea, 
10-24 $4.75ea, 25 and up $4.50ea 


12AX7WA, $4.95 ea, 
10-24 $4.75ea, 25 and up $4.50ea 


6L6GB, $4.95 ea, 
10-24 $4.75ea, 25 and up $4.50ea 


EL34WXT (6CA7), $9.00, 
10-24 $8.25 ea, 25 and up $7.50ea 


702B mfg by Sylvania. This unusual tube 
APPEARS to be a special diode for UHF applica- 
tions. Clear glass with gold 
_ plated rings. Great collectors 
:2 piece! 1” dia x 2.3” ht., 
' Unused, $14.95 


AB-450 mount bracket accepts 
2” diameter antenna bases 
such as the AB-15 or MP-65. 
Mounts to flat surfaces. 
4.3x6.5x3.1, 4 Ibs sh. $5.00 


Steel Rack Equipment Cabinet w/ 
rear door. 76 1/2" full panel 
height. O/A dimensions 24" wide x 
22" deep x 84" Height. 4" wide x 
3 5/8" tall wire channel protrudes 
from the top beyond the 84" 
height. Inside two strips of twelve 
outlets run vertical along one 
side. There are two outlets on the 
outside bottom front and two out- 
lets inside towards the back on 
the bottom. Comes with trouble 
light. Made by Dehler Mfg. 

380 Ibs sh. Shipped motor freight. 
#5115, unused, $175.00 each 

2 for $295.00 

4 for $495.00 


4 US W& 
SOR NEA RUS 
#CY-2097/APM-72 
Aluminum Transit Case 
with removeable top 
cover connected with ~ 
hasp fasteners. One ee 
internal divider making * 
two compartments: 18.5 
X 8.5 x 12.6, 18.5 x 13.8 
x 12.6. With carrying handles. 
O/A 19.8Dx25Wx14H, 41 Ibs sh. Unused, $22.00 


Cerin 


ALUMINUM CASE with 
hasp fasteners not hinged. 
Easily removeable springs 
inside. Overall dimensions: 
8.7" d x 20.5" w x 18" ht. 
22 Ibs sh. Unused, 
#TA-219 $24.00 


Bud Box - 7”L x 5’W x 

3”H versatile cabinets 

can be used as seperate 

housings or as part of 

larger asssemblies. Two 

piece design for easy i 

access. 0.04" ali oO 
alloy construction. Sections slip together and fas- 
ten either with built-in snap lock or furnished 
sheet-metal screws. 3 Ibs sh. unused. 
CU-3008-A, Natural aluminum finish, $9.95 
CU-2108-B, Smooth gray finish, $10.00 


12”L x 8’W x 3”H Bud 
=. Aluminum Chassis with no 
_ bottom cover. Welded at 
: Glial stress points for strength and 
rigiaity: ‘Sturdy aluminum alloy .04” gauge with 
natural finish. 3 Ibs sh., #AC-424 Unused, $14.00 


Low profile cast aluminum 

enclosure. Removeable 

top. Ideal for small pro- ck Seas 
jects. Has some small holes. 5. 8 x 2. 5 x 1.6, 

2 Ibs sh. #LP-1 used nice condition, adi 00 


AB-154/RC-292 Swivel Base with Base 
Plate. Used with AB-85 and MS-44. 
This assembly consists of a yoke and 
clevis pin. The lower mast section is 
placed over this tubular section. The 
yoke and clevis pin allows the mast 
assembly to be lowered to the ground 
by pivoting about the stake. The base 
plate has three cleats for fastening 
the guy ropes. 5.5 x 6 x 17, 3 Ibs sh. 
#AB-154-PL used, $12.95 
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USA PRC-6 


RT-196/PRC-6 FM TRANSCEIVER, | 
U.S. 1950’s vintage single-channel is ne 
crystal-controlled in 47 to 55.4 MHz_ | 
range. Output good to about 1 mile 
depending on terrain and weather 
conditions. Handheld unit has push- | 
to-talk switch, Volume Control, f. 


Original manual for PRC- 6, $10. 00 : 
CRYSTALS for.PRC-6, specify ist, 2nd and bps 
choices of desired vere bias $8.00 ea. 


FREQUE ENCY STANDARD MODULE 


‘from R-1051* and RT-618* radios; 


usable as replacement or adapt to 

other need where standard is 

required. Crystal oven with 5 MHz 

crystal provides 5 MHz sinewave 

output (approx 1.8V) plus possible ~ 

non-sine outputs dual 500 KHz, 1 & 

10 MHz. Designed stability: 1 part in 10 / day. ; 
Requires 18-24 VDC input. 4.4x3x4.5,2 Ibs. 
#6625-078-4718, used crystal only is checked, ; 
other sone may need repel ee 00 w/ schematic | 


Phones, Cue, Monitor, and Masten Switchable | 
channel input on each level pad on first 4 inpu' 
Fifth input is switchable in 5 positions. _ 
Switchable Q and Program. Monitor and Ta 
Back in and out. 13.5 x 19x 3.6, 14 Ibs sh 
Unused reparable, $99.50 


The Wavetek 

model 1018B 

LOG/LIN RF Peak | 

Power Meter, 

measures RF : 

power in 9 ranges * 

from 100 uW to 10 

mW. It is also calibrated in dBm (-20 dBm to ai 
dBm). Direct input is 200mW maximum (peak or. 


_ average). Controls for Trigger Delay, Cal Factor, | 


Trigger Reset, Pulse Average, Trigger, Internal 
Trigger Level, Cal Factor, Calibrator. 14 x Aes xeSa/,. 


es Ibs Ho eens $995.00 


for quick “connect 1s 
disconnect” of up to” 
> six battery or sound- 

powered field phones — 
eure as EE-8, TA-1, TA-43/312) plus | and oper 
unit. Consists of seven U-184/G terminal plug- ie i 
jacks that plug into “stack” onto rear of another a 
U-184. Active lines make neon lamp in U-184 
“glow”. Also includes MT-2156/GT metal case; rd aa 
1.3 x 12 x 3, 6 Ibs sh. + aa 
Unused, $24.95 , a 


